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Imported front and rear projection screens are used, and the front projection uses soft Baimu, with first-class 
picture quality, fine texture, smooth and smooth texture, flat and non-deformable. Has good wrinkle resistance. 
Equipped with a portable flight case for easy storage and transportation.  
Projection screen material: HD soft screen/HD rear projection soft screen/HD front and rear double projection soft 
screen  
With an aluminium alloy frame and stand, a built-in locking button helps to unfold or fold the frame easily and 
freely. The precise structure ensures the stability and sturdiness of the screen in indoor and outdoor 
environments.  
It is easy to carry after folding. The frame and fabric will come in two layers, each in a case with universal wheels 
for durability and convenience. 
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# 
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4:3 

120” 244x183 80 2600 1990 230 3020 149x41x44 JK-FF4 120FPRP FF4120FPRP 

150” 305x229 80 3210 2445 255 3500 140x41x47 JK-FF4 150FPRP FF4 150FPRP 

180” 366x274 80 3820 2900 225 3925 163x41x47 JK-FF4 180FPRP FF4 180FPRP 

200” 406x305 80 4220 3210 250 4260 178x41x47 JK-FF4 200FPRP FF4 200FPRP 

250” 508x381 100 5280 4010 220 5030 153x57x64 JK-FF4 250FPRP FF4 250FPRP 

 
 

16:9 

106” 234.5x132 80 2505 1480 180 2560 146x41x44 JK-FF9 106FPRP FF9 106FPRP 

120” 266x149.5 80 2820 1655 200 2755 126x41x44 JK-FF9 120FPRP FF9 120FPRP 

133” 295x165 80 3110 1815 215 2830 149x41x44 JK-FF9 133FPRP FF9 133FPRP 

159” 352x198 80 3680 2140 200 3140 140x41x47 JK-FF9 159FPRP FF9 159FPRP 

200” 443x249 100 4623 2689 380 3870 153x57x64 JK-FF9 200FPRP FF9 200FPRP 

250” 553x311.5 100 5734 3312 370 4682 153x57x64 JK-FF9 250FPRP FF9 250FPRP 

 
16:10 

133” 286x179 80 3020 1950 245 2990 149x41x44 JK-FF10 133FPRP FF10 133FPRP 

159” 342.5x214 80 3585 2300 220 3320 140x41x47 JK-FF10 159FPRP FF10 159FPRP 

200” 431x269 100 4510 2890 285 3975 137x51x57 JK-FF10 200FPRP FF10 200FPRP 

250” 538.5x 336.5 100 5585 3565 245 4610 153x57x64 JK-FF10 250FPRP FF10 250FPRP 


